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NOTES: 1. ALL MATERIALS AND CONSTRUCTION SHALL BE PER ISPWC SPECIFICATIONS. ALL MATERIALS AND CONSTRUCTION SHALL BE PER ISPWC SPECIFICATIONS. 2. MAXIMUM DRIVEWAY GRADE TO BE 10%. WHERE DRIVEWAY ABUTS A STREET, DRIVEWAY MUST INCLUDE A FIVE (5') FOOT LANDING MAXIMUM DRIVEWAY GRADE TO BE 10%. WHERE DRIVEWAY ABUTS A STREET, DRIVEWAY MUST INCLUDE A FIVE (5') FOOT LANDING WITH A MAXIMUM GRADE OF 6%.  3. RESIDENTIAL APPROACH WIDTH TO BE BETWEEN 12'-20'. COMMERCIAL APPROACH WIDTH TO BE BETWEEN 14'-30'. ALL APPROACHES RESIDENTIAL APPROACH WIDTH TO BE BETWEEN 12'-20'. COMMERCIAL APPROACH WIDTH TO BE BETWEEN 14'-30'. ALL APPROACHES SHALL BE PAVED A MINIMUM OF 10' FROM EDGE OF ROADWAY EXCEPT ON GRAVEL ROADS. APPROACH WIDTH TO BE APPROVED BY THE CITY OF McCALL STREETS DEPARTMENT.
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